AMERICAN 
GATE S 



Awarded the Grand Prize at the Panama-Pacific 
International Exposition 




Made by 

American Sieel&Wire Company 



American Steel Fence Gates 



ON THE FARM, or elsewhere, American Steel Fence 
Gates are the most essential need next to a good woven 
wire fence. Conservation of time and labor is an 
important economic factor in operating a farm. What of this 
may be saved by machinery clearly is to the advantage of the 
farmer; and what labor-saving machinery, and plenty of it, 
is to a farm, so are gates and plenty of them. They save the 
labor of walking far around the fie'ds, of time and effort 
wasted in driving animals long distances. 

The first thing to consider in fencing is the necessity for divi- 
sion of the farm into small fields to enable economical handling 
of the pasturage and waste products of the fields. The 
method of getting from one field to another has been slower in 
development, but to-day is well nigh perfected in the evolu- 
tion of the steel gate in its several forms, such as the Yankee 
Swivel or Crane Gate, the Double Drive and Single Drive, 
or that latest marvel of convenience and economy of action, 
the American Tilting Gate. With any of these gates set 
liberally at different points around the fields, great economy 
and convenience are the result. 

Wastefulness and inefficiency are readily exemplified in the 
old-fashioned set of bars that have to be lowered and put up 
again. Nor is an ancient wood gate much of an advantage 
over a set of bars. Should enough wood be used to make it 
as strong as a steel gate, then it would be more expensive. 

American Steel Gates are designed by engineers, who have 
figured the requisite stresses and strains, and the quality of 
steel necessary to produce lightness with the maintenance 
of strength adequate for the purpose. A steel gate is inex- 
pensive, costing less than a wood gate — any fence dealer 
will readily demonstrate this fact. 



American Steel & Wire Company 
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American Steel Gates 



American Steel Gates with Tubular Steel Frames 

aud Glose Filler 

Frames Galvanized or Painted Red 

AMERICAN STEEL GATES, always efficient and well designed, have been 
/\ improved both in structure, finish and in operation. The tubular steel frames 
1 ^combine great strength, durability and beauty. The frames are either 
painted red or galvanized, as desired. 

In the construction of steel gates an important factor is the type and quality 
of "filler" used. American frames are covered or filled with a 2-inch mesh fabric 
of truss form, which not only proves a barrier to the smallest animals while lending 
bridgelike rigidity and strength, but also makes the gates unchmbable. . Children 
cannot swing on these gates to cause damage because of the close spacing of the 
mesh a feature found in no other gate. The only exceptions in the use of the 
2-inch fabric are in the American Lawn Gate, which is fitted with American Lawn 
Fence- the Poultry Yard Gate, which is filled with a close mesh fabric to protect 
poultry- the American Park and Paddock Gate, which is filled with American 
Park and Paddock Fence, and the new American Tilting Gate, which is filled with 
heavy all No 9 fabric. The combination of the frame and the truss filling 
produces the highest type of fence gate, answering every requirement of good 
engineering practice. Another dominating feature of American Steel Gates is the 
use of square corners at the bottom, thus effectually closing the opening between 
the gate and the posts. 

Hanging Gates on Wood or Steel Posts 

The importance of good posts and proper setting of them should not be over- 
looked The American Steel Post is the most effective and economical to use, tune 
and experience having amply proved its durability and # lasting beauty. But 
whether steel or wood posts are used, complete satisfaction is had only when care 
is taken in hanging the gates. It pays largely to take time and pains to make sure 
the posts are firmly set and properly braced so they will not move, and that the 
gate works properly and continues so to do. 

The necessity is apparent that the gate posts should be set deep in the ground, 
thoroughly tamped, anchored and braced in the case of wood posts, while steel 
posts should be set in concrete. Have the wood posts so firm and strong they 
cannot move, for if after the gate is hung the posts move, the gate cannot and will 
not of itself make the necessary adjustment to meet changed conditions. All 
gates admit of considerable adjustment by turning the post pins in or out. 

Extra allowance should be made for hinges and latches in setting posts. 

All American Steel Gates (except Yankee) are exact width as listed; therefore, 
allowance must be made for fittings, as shown below: 



Walk 

Single Drive 

Double Drive 

American Lift and Tilting 
Park and Paddock . 



For Yankee Gates, set posts exact listed width of gate— Yankee Gate,- actually measure 10 inches more than 
the width listed— allowing 5 inches to lap over on each posL 



American Steel & Wire Company 



American Tubular Steel Frame Walk Gates 




American Tubular Steel Frame Walk Gate— Frames Galvanized or Painted Red 

WALK GATES add the finishing touch to the view of a well kept farm or residence end 
American \\ alk Gates long have been a standard of proved merit and continue to hold ., definite 
place in fence and gate construction. The tubular frame lends strength to the structure and adds 
dignity to the appearance. 

American Steel Walk Gates are made with tubular steel frames, with and without ornamental 

tops. When set with American Steel Posts, which are cheaper than wood and more durable thev 

make an ideal walk protection. ' y 

Hinges and latches for hanging gates to wood posts will be furnished unless specifically ordered 

for steel posts. Information also should be furnished whether plain or ornamental tops are wanted 

Frames for 3 feet and 4 feet gates 1.05 inches diameter 

Frames for 5 feet gales 1.31 inches diameter 

Set wood posts to allow 3 X A inches and steel posts 3% inches for hinges and latches 

Tubular Steel Frame Walk Gates 
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Approximate 






Weight, pounds 


Width, Feet 


Height, Inches 


Tubular Frame 


3 


34 


17 


3 


42 


19 


3 


50 


21 


3 


58 


23 


4 


34 


20 


4 


42 


22 


4 


50 


24 


4 


58 


27 


5 


34 


31 


5 


42 


33 





50 


37 


5 


58 


40 



Ask your Dealer for Prices for 

Tubular Steel Frame, Including 

Attachments for Wood Posts 



Plain Top 



Ornamental Top 



Ask your Dealer for Prices for 

Tubular Steel Frame, Including 

Attachments for Steel Posts 



Plain Top Ornamental Top 



American Steel Gates are lull width as listed 



American Steel Gates 



American Lawn Tubular Steel Frame Walk Gates 
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American Lawn Tubular Steel Frame Walk Gate — Frames Galvanized or Painted Red 

AMERICAN LAWN WALK GATES are very strong and handsome, filled as they are with 
American Lawn Fence fabric to match that style of fencing. This gate is furnished only in 
tubular steel frame and with the ornamental top. When hung upon American Steel Posts, the 
combination, makes the most pleasing and efficient entrance way to a home. 

Hinges and latches for hanging gates to wood posts will be furnished unless specifically ordered 
for steel posts. 

Set wood pouts to allow 3\i inches and steel posts 3% inches for hinges and latches 
Frames 1.05 inches diameter 





American Lawn Walk Gates with Tubular Steel Frames 


SIZE 


Approximate Weight, 
Pounds, Tubular 
Steel Frame Only 


Ask your Dealer for 

Prices for Tubular Steel 

Frame with Ornamental Top, 

Including Attachments 

for Wood Posts 


As'- your Dealer for 

Prices for Tubular Steel 

Frame with Ornamental Top 

Including Attachments 

for Steel Posts 


Width, Feet 


Height, Inches 


3 
4 
3 
4 
3 
4 


37 
37 
42 
42 
51 
51 


21 
25 
22 
26 
25 
29 







American Steel Gates are lull width as listed 
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American Steel & Wire Company 



American Tubular Steel Frame Poultry Yard Gates 
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American Tubular Steel Frame Poultry Yard Gate— Frames Galvanized or Painted Red 

HTHE AMERICAN POULTRY YARD GATE is made only with a tubular steel frame, and is 
A covered with the well known Banner Poultry Fence. Egress and entrance to a poultry yard is 
facilitated greatly by the use of the Poultry Yard Gate. Its efficiency is enhanced by the Banner 
Pence filling, a close mesh fabric with spacing between the six line wires at the bottom only 1}A 
inches. I he American Steel Post furnishes a finished setting, but hinges and latches for handne 
these gates to wood posts will be furnished unless specifically ordered for steel posts. 

Set wood posts to alloio 3% inches and steel posts 3% inches for hinges and latches 

Frames 1.05 inches diameter for 3 feet and 4 feet gates 

Frames 1.31 inches diameter for 5 feet gates 

Tubnlar Steel Frame Ponltry Yard Gates 






SIZE 


Approximate Weight, 
Pounds, Tubular 
Steel Frame Only 


Ask your Dealer, for Prices, for 
Tubular Steel Frame, Including 
Attachments for Wood Posts 


Ask your Dealer for Prices, for 
Tubular Steel Frame, Including 
Attachments for Steel Posts 


Width, Feet 


; Height, Inches 


3 


36 


16 






3 


48 


18 






3 


60 


19 






3 


72 


24 






3 


84 


26 






4 


36 


18 






4 


48 


20 






4 


60 


22 






4 


72 


27 






4 


84 


29 






5 


36 


20 









48 


22 






o 


60 


24 






5 


72 


30 




o 


84 


32 
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American Steel Gates 



American Single Drive Tubular Steel Frame Gates 




American Single Drive Tubular Steel Frame Gate— Frames Galvanized or Painted Red 

DRIVE GATES find a fixed place in farm economy. Distributed freely throughout the field 
olai ; , driveways, they are conceded to make for utility and ultimate profit 

The A me i u, rive Tubular Steel Frame I iate has all the elements of strength and, the 

featun not climbable, as its filler is that of the --inch close mesh. Hung upon American 

Steel Posts ?it presents a tidy and effective barrier. Hingea and latches for hanging gates to wood 
illl.o furnished unless specifically ordered for steel posts 

For wood or steel posts set them to allow for hinges and latches S% inches for tubular steel frame* 

Frames 1.31 inches diameter for 10, 1J and 1'tfeet gates 

Frames 1.60 inches diameter for Id feet gates 

Tubular Steel Frame Single Drive Gates 



SIZE 



\sk vour Dealer for Prices for Tubular 1 Ask your Dealer for Prices for Tubular 
\\^h? Tou uls Ste'ef l^rame Incladiug-Attachments j Steel Frame, Including Attachments 
\\ tight, poundb , (of Wood posts | for Steel Posts 



Width, Feet ; Height, Inches Tubular Frame j Plain Top 



Ornamental Top 



Plain Top 



Ornamental Top 



10 

10 

10 

10 

12 

12 

12 
12 
14 
14 
14 
14 
10 
16 
16 
16 



:;i 


51 


!'J 


56 


50 


CI 




67 


34 


60 


42 


65 


50 


71 


58 


77 


34 


67 


42 


73 


50 


80 


58 


87 


34 


74 


42 


80 


50 


88 


58 





American Steel <»a<ON are full width as listed 



American Steel & tyire Company 



American Lawn Tubular Steel Frame Single Drive Gates 




American Lawn Tubular Steel Frame Single Drive Gate— Frames Galvanized or Painted Red 

THE AMERICAN LAWN Single Drive Gate, made only with a frame of tubular steel and with 
an ornamental top, is artistic in design and very strong. The filling is American Lawn Fence 
fabric to match that style of fencing, and a splendid effect is secured by the use of the combination 
of gate and fabric where decoration as well as protection is desired. The finishing touch is added 
when this gate is hung upon American Steel Fence Posts, but hinges and latches for hanging the 
gate on wood posts will be furnished unless specifically ordered for steel posts. 

For wood or steel posts set them to allow for hinges and latches 3% inches for tubular .steel frames 

Frames 1.31 inches diameter 

American Lawn Single Drive Gates with Tubular Steel Frames 



SIZE 



Width, Feet 



10 
12 
14 

10 
12 
14 

10 

12 
14 



Height, Inches 



37 

37 

37 

42 
42 
42 

51 
51 
51 



Approximate Weight, 

Pounds, Tubular 

Steel Frame 



63 
74 
84 

65 
76 
86 

72 
84 
95 



Ask your Dealer for 

Prices for Tubular Steel 

Frame with Ornamental Top, 

Including Attachments 

for Wood Posts 



Ask your Dealer for 

Prices for Tubular Steel 

Frame with Ornamental Top, 

Including Attachments 

for Steel Posts 



American Steel Gates are fall width as listed 



American Steel Gates 



American Double Drive Tubular Steel ^V^,^ Gates 




American Double Drive Tubular Steel Frame Gate-Frames Galvanized or Painted Red 



DOUBLE DRIVE STEEL GATES have features which appeal forcibly to the user They are 
handier for one thing, as one gate may be opened for pedestrian uses only The two gates 

cally ordered for steel posts. 

Set steel posts or wood posts to allow 6 inches for hinges and latches 
Frames 1.31 inches diameter 

Tubular Steel Frame Double Drive Gates 



SIZE 


Approximate 
Weight, pounds 


Ask your Dealer for Prices for Tubular 

Steel Frame, Including Attachments 

for Wood Posts 


Ask your Dealer for Prices for Tubular 

Steel Frame, Including Attachments 

for Steel Posts 


Width, Feet 


Height, Inches 


Tubular Frame 


Plain Top 


Ornamental Top 


Plain Top 


Ornamental Top 


10 
10 
10 
10 

12 
12 
12 
12 


34 
42 

50 

58 

34 
42 
50 

58 


65 

71 
77 
85 

72 
78 
86 
94 











American Steel Gates are full width as listed 



American Steel & Wire Company 



American Lift and Tilting Gate 

Tubular Steel Frame 







American Tilting Gate — Tubular Steel Frame — Frames Galvanized or Painted Red 

THE AMERICAN TILTING GATE is an addition to the extensive line of American stee. ates. 
It permits pigs and chickens to pass under, from field to field, making use of waste products, 
at the same time barring the way to horses and cattle. 

The operation is simplicity itself, requiring only a slight upward pressure to raise it to a height 
of 30 inches. 

The front frame remains straight when the gate is tilted. The gale can be locked from either 
side, and it latches automatically. 

The tilting form of construction is simple and handy, saving time and temper when the need 
arises to permit the passage from barnyard to field or from field to field of the smaller animals of the 
farm. 

It has barbed wire at top and bottom which can be easily removed if not wanted. 

In winter when snow packs at the bottom of an ordinary gate, preventing freedom of action 
in swinging, the value of the American Tilting Gate is doubly enhanced. 

The frame is the modern tubular steel construction, giving great strength and rigidity, together 
with durability and symmetry of appearance. These tubular frames are made of a grade of steel 
which has been determined by expert engineers to be the best for the purpose. 

The filler is a square mesh, with stays 6 inches apart, all wires being of heavy No. 9 gage, with 
heaviest galvanizing. 

The American Tilting Gate is a quality gate. 

Set steel posts or wood posts to allow .' f inches for hinges and latches 
Frame l.GH inches diameter 

New American Tilting Gate with Tnbnlar Steel Frames 






SIZE 


Approx. 


Ask Your Dealer Ask Your Dealer 


SIZE 


Approx. 
Weight 


Ask Your Dealer 


Ask Your Dealer 














for Prices with 
Fixtures for 


Width 


Height 


Weight 


Fixtures for 


Fixtures for 


Width 


Height 


Fhtures for 


Feet 


Inches 




Wood Posts 


Steel Posts 


Feet 


Inches 




Wood Posts 


Steel Posts 


10 


43 


75 






14 


43 


93 






10 


50 


SO 




14 


50 


98 






10 


55 


83 






14 


55 


100 






10 


58 


85 






14 


58 


105 






12 


43 


84 






16 


43 


104 






12 


50 


89 






16 


50 


109 






12 


55 


92 






16 


55 


113 






12 


58 


95 






16 


58 


115 







American Steel Gates are full width as listed 



American Steel Gates 



Yankee Tubular Steel Frame Gates 

Plain Gate Without Top or Bottom Crane 




Yankee Tubular Steel Frame Gate — Frames Galvanized or Painted Red 

YANKEE GATES are made in three forms — plain, with bottom crane, and with top crane, and 
are especially adapted to farm and railroad uses. On this page the plain Yankee Gate 
is illustrated. They long have been popular, largely due to the fact that no matter whether the 
posts move slightly in any direction, the operation of these gates is not affected. With the crane 
there is no lifting to be done, and the opening may be just enough to let through a man or a horse or 
full width. As the gate is supported midway between the posts as well as at the posts, sagging is 
impossible. The gate slides half way open and swings the other half. A Yankee Gate once prop- 
erly hung needs no further attention. 

For wood posts an auger and a monkey wrench are the only tools needed to hang the \ ankee 
Gate. All holes in the hinge posts for Yankee Gates should be bored at an angle of 45 degrees from 
the line of the gate when closed or wide open. # , 

Yankee Gates are made 10 inches wider than the indicated opening, allowing o inches to lap over 

Hinges and latches for hanging gates to wood posts will be furnished unless specifically ordered 
for steel posts. 

Set pouts exact listed width of gate. Frames 1.50 inches diameter 

Yankee Gates without Cranes with Tubular Steel Frames 




American Steel Gates are full width as listed 



10 



American Steel & Wire Company 



Yankee Tubular Steel Frame Gate with Bottom Grane 




Yankee Tuhular Steel Frame Gate with Bottom Crane — Frames Galvanized or Painted Red 

THE illustration above shows the Yankee Gate with Bottom Crane which, in operation, is 
almost identical with the Top Crane Gate described on the next page, the main difference 
being that the gate is supported at the bottom. This makes it necessary that the bottom of the 
gate be 4 or 5 inches above the surface of the ground. The latch end of the gate can be raised or 
lowered 6 to 8 inches by adjusting the supporting rods of the crane. 

Yankee Gates are made 10 inches wider than the indicated opening, allowing 5 inches to lap over 
on each post. 

Hinges and latches for hanging gates to wood posts will be furnished, as this gate is used only 
with wood posts. 

Set posts exact listed width of gate. Frames 1.50 inches diameter 



Yankee Gates with Bottom Grane, Tubular Steel Frames 



SIZE 


Approximate Weight, 
Pounds 


Ask your Dealer for Prices for 
Tubular Steel Frame, 


Width, Feet 


Height, Inches 


Tubular Frame 


Including Attachments 
for Wood Posts 


12 
12 
14 
14 

10 
16 


50 
58 
50 
58 
50 
58 


95 
102 
106 
114 
117 
125 





American Steel Gates are full width as listed 



American Steel Gates 
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Yankee Tubular Steel Frame Gate with Top Crane 
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Yankee Tubular Steel Frame Gate with Top Crane — Frames Galvanized or Painted Red 

THE new top crane is applied to the Yankee^Gate as shown and for the purpose of supporting 
and carrying the weight of the gate in positions. 

To hang the crane properly, the hinge post must be at least 18 or 20 inches higher than the gate t 
proper. In fact the holes for crane rod hook and hinge hook should be 18 inches center to center. 
The latch end of the gate can be raised or lowered 6 to 8 inches by turning nut on end of crane. 

Yankee Gates are made 10 inches wider than the indicated opening, allowing 5 inches to lap over 
on each post. 

Hinges and latches for hanging gates on wood posts will be furnished, as this gate is used only 
with wood posts. 

Set posts exact listed width of gate. Frames 1.50 inches diameter 



Yankee Gates with Top Crane, Tnbnlar Steel Frames 



SIZE 


Approximate Weight, 






Pounds 


Width, Feet 


Height, Inches 


Tubular Frame 


12 


50 


105 


12 


58 


112 


14 


50 


117 


14 


58 


125 


16 


50 


130 


16 


58 


138 



Ask your Dealer for Prices for 

Tubular Steel Frames, 

Including Attachments 

for Wood Posts 



American Steel Gates are fall width as listed 
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American Steel & Wire Company 



American Park and Paddock Gate 







'U^~ r ^^.J& /%&kpSSt$ 




Mitotic ■■ WWaM^^t0«t/iCM&B& 



- tr--*^Jor=>^ 



American Park and Paddock Gate — Frames Galvanized or Painted Red 

FOR use in connection with American Park and Paddock Fence, we make an especially heavy gate 
of great strength, in heights of 65 to 92 inches, as shown below. The frame is constructed of extra 
large tubular steel section. Th< provided svith double braces running lengthwise, together 

with a diagonal brace. American Steel Posts, when used with this gate, have upper and lower 
braces, thus making the whole assembly one of great rigidity. American Park and Paddock Gates 
are made in heights to correspond with the various heights of fences and come completely equipped. 
Hinges and latches for hanging these gates to wood posts will be furnished unless specifically ordered 
for steel posts. The gate is furnished with an ornamental top, and the filler is the heavy all No. 9 
wire, park and paddock fence. 

Set steel posts or wood posts to allow -} inches for hinges and lutein's 
Frames 1.50 inches diameter 

American Park and Paddock Gates with Tubular Steel Frames 



SIZE 



Width, Feet Height, Inches 



Approximate 
Weight, Pounds 



Ask your Dealer for Prices for 

Tubular Steel Frame, Including 

Attachments for Wood Posts 



Ask your Dealei for Prices for 

Tubular Steel Frame, Including 

Attachments for Steel Posts 



10 


65 


114 


12 


65 


131 


14 


65 


147 


10 


70 


117 


12 


70 


134 


14 


70 


151 


10 


75 


120 


12 


75 


137 


14 


75 


154 


10 


80 


123 


12 


80 


140 


14 


SO 


158 


10 


86 


127 


12 


86 


144 


14 


86 


162 


10 


92 


130 


12 


92 


14S 


14 


92 


165 



American Steel Gates are full width as listed 
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American Sfeel Gates 
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Detail of Hinges, Inverted. Upper Hinge prevents Gate from being lifted off 
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American Steel & Wire Company 




Detail of Top Roller on Yankee Gate with Top Crane 




Detail of Pig Ear Latch used on American Gates — Steel Post shown 



American Steel Gates 



10 




Detail of Hinge on Park and Paddock Gate— Wood Post shown 




New American Tilting Device 
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American Steel & Wire Company 





Detail of Fastening on Double Drive Gate Tubular Frama 



American Steel Gates 
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Repair Parts for Gates 



Parts for Walk and Poultry Yard Gates 



For Steel Posts 

K5656 Pig-Ear Latch 

K29 Lower Gate Hinge Collar (for gates 58 inches and lower) . . . 

K30 Upper Gate Hinge Collar 

K28 Lower Gate Hinge Collar (for gates higher than 58 inches) . 

For Wood Posts 

K8586 Pig-Ear Latch . 



Weight 



For 3 and 4-Foot Widths 

K110 Top Hinge Hook, H x 9 inches 

K109 Bottom Post Hinge Screw, ^x4 inches 
K108 Hinge Complete with Bolts, 1x4 inches 

For 5-Foot Width 

K110 Top Hinge Hook, ^x9 inches 

K109 Bottom Post Hinge Screw, & x 4 inches. 
K171 Hinge Complete with Bolts, 1x4 inches 




Parts for Single Drive Gates 



For Steel Posts 

B56 Pig-Ear Latch {for 1.31 inch tubing) 

K29 Lower Gate Hinge Collar 

K30 Upper Gate Hinge Collar 

K195, 196, 231, 232 Pig-Ear Latch, (for 1.50 inch tubing) . 

For Wood Posts 

K8586 Pig-Ear Latch (for 1.31 inch tubing) 

K199 Top Hinge Hook, Y% x 12 inches 

K08 Bottom Hinge Hook, 1x7 inches 

K184, 231, 232 Pig-Ear Latch (for 1.50 inch tubing) 

For 10, 12, and 14-foot Gates — Plain 

K132 Center Brace Clamp 

K171 Hinge with Bolts Complete 



For 10, 12, and 14-foot Gates — Barbed Top 

K132 Bottom Center Brace Clamp 

K171 Hinge with Bolts Complete 

K212 Top Center Brace and Barbed Wire Attachment. 

K213 End Barbed Wire Attachment 

K214 Mate to K213 



For 16-foot Gates — Plain 

K142 Center Brace Clamp 

L6 Hinge Complete with Bolt 

For 16- foot Gates — Barbed Top 

K142 Bottom Center Brace Clamp 

L6 Hinge Complete with Bolts 

K316 Top Center Brace Clamp and Barbed Wire Attachment. 

K31 7 End Barbed Wire Attachment 

K318 Mate to K317 



2 


5 


.40 


2 


2 


.40 


1 


13 


.40 


2 


5 


.50 




12 


.20 


1 


6 


.30 


1 




.20 




13 


.20 




4 


.15 




13 


.20 




4 


.15 




13 


.20 




11 


.20 




11 


.20 




11 


.20 




5 


.20 


1 


9 


.30 




5 


.20 


1 


9 


.30 




11 


.20 




11 


.20 




11 


.20 



Order by Number 
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American Steel & Wire Company 



Repair Parts for Gates 



Parts for Double Drive Gates 



Weight 



lbs, ozs. 



List 
Price 
Each 



For Steel Posts 

K29 Lower Gate Hinge Collar 

K30 Upper Gate Hinge Collar 

For Wood Posts 

K199 Top Hinge Hook, % x 12 inches. . 
K68 Bottom Hinge Hook, 1x7 inches . 

K171 Hinge with Bolts 

" K2122 Catch for Latch Complete 

K123 Latch 



Lifting Rods 

34-inch Gate, 24 inches Long. 
42-inch Gate, 32 inches Long. 
50-inch Gate, 40 inches Long . 
58-inch Gate, 48 inches Long . 



2 

13 



6 

13 

3 

14 
2 
7 

12 



.40 
.40 

.30 

.20 
.20 
.20 
.30 



.20 
.30 
.3-3 
.40 



Yankee Gates -without Crane 



For Steel Posts 

K200 .Swivel Hook, Clamp and Bolts 

K202 Hinge Guide, Complete with Bolts 

K201 Upper Latch Hook, Complete with Bolts. 
K203 Lower Latch Hook, Complete with Bolts . 

For Wood Posts 

K89 Hanger Hook with Nut, % x 1 2 inches . . 
K77 Bottom Guide Hook, % x \Q%, inches . . 

K78 Latch Hook, ^x6 inches 

K81 Latch Pin, ■& x 4^ inches 

K142 Center Brace Clamp '. . 



K5153 Hanger Complete . 



2 


i—i 


2 


7 


1 


11 


2 


2 


1 


12 




15 




8 




3 




o 


2 

i 


5 



.24 
.28 
.24 
.26 



.40 
.20 
.15 
.10 
.10 
.50 



Parts for Yankee Gate with Top Crane 



For Wood Posts Only 

K79ATop Hinge Eye Bolt with Nut, % x 12 inches 

K83 Top Hinge Hook, M x 9>2 inches 

K77 Bottom Guide Hook, % x 10^ inches 

K78 Latch Hook, % x 6 inches 

K81 Latch Pin, ^ x 4}i inches 

K161 Hinge 

K142 Center Brace Clamp 

K166 Right-Hand Rod Connection 

K167 Left-Hand Rod Connection 

K168 Roller Bracket 

K153 Roller 




Order by Number 



American Steel & Wire Company 
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Repair Parts for Gates 



Parts for Yankee Gate with Bottom Crane 



Top Crane Complete 

For Gate 12 feet 10 inches long 

For Gate 14 feet 10 inches long 

For Gate 16 feet 10 inches long 

For Wood Posts Only 

K89 Hanger Hook with Nut, % x 12 inches 

K83 Bottom Hinge Hook, M x 9K inches . . 

K78 Latch Hook, %x6 inches 

K142 Center Brace Clamp 

K5153 Hanger Complete 

K82 Bottom Guide 

K85 Hinge 

K84 Roller Bracket 

K86 Bottom Roller 

K81 Latch Pin, -^ x 4^ inches 

K8788 Top Rod Connection, 2x4 inches 

Bottom Crane Complete 

For Gate 12 feet 10 inches Long 

For Gate 14 feet 10 inches Long 

For Gate 16 feet 10 inches Long 



Weight 



lbs. 



25 
28 
31 

1 
1 



12 
14 
16 



Parts for Park and Paddock Gates 



For Steel Posts 

K28 Lower Hinge Collar 

K30 Upper Hinge Collar 

K195-1 96-231-232 Assembled Complete Upper Pis-Ear Latch 

K2 46-247-23 1-232 Assembled Complete Lower Pig-Ear Latch 
For Wood Posts 

K199 Top Hinge Hook, % x 12 inches 

K68 Bottom Hinge Hook, %x7 inches 

K184-231-232 Assembled Complete Pig-Ear Latch, Upper and Lowe 
For Gates 

L6 Hinge with Bolts Complete 

L8 Horizontal Center Brace Clamp ' 

K142 Vertical Center Brace Clamp 



Parts for Lift and Tilting Gate 



K208A Eye Bolt for Barbed Wire 

K221B Chain, with Snap, 48 inches Long 

K226 Corner Swivel 

K195-196-231-232 Assembled Pig-Ear Latch for Steel Posts 
K184-231-232 Assembled Pig-Ear Latch for Wood Posts 
K304 Center Brace Clamp and Barbed Wire Attachment 

K234 Tilting Chain Lock 

K235-236 Assembled Complete Pivot Hinge for Steel Posts 

K237 Ornamental Top for Tubing 

K238 Bottom Hinge for Steel Posts Complete . . 

K239 Top Hinge for Steel Posts Complete 

K240 Washer 

K241 Hinge for Wood Posts 

K242 Pivot Hinge for Wood Posts 

K243 Stretcher Bolt 

K240A Chain 11 inches Long with M-inch Pin 

K240B M x 2M-inch Split Cotter Pin 



12 
4 
8 
5 
5 
4 
7 
8 
7 
3 
9 



List 
Price 
Each 



2.50 
2.80 
3.20 

.40 
.30 
.15 
.10 
.50 
.10 
.15 
.15 
.15 
.10 
.20 

1.20 
1.50 
1.50 



2 


8 


1 


13 


2 


5 


2 


2 


1 


6 


1 






13 


1 


9 




7 




5 



.50 

.40 
.50 
.50 

.30 
.20 
.20 

.40 
.15 
.15 
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American Steel & Wire Company 




American and 
Griswold 

Bale Ties 



Made by American Steel & Wire Company 

THESE old and tried ties have passed through 
years of refinement in manufacture and trial in 
actual use until they are now standard of the world. 
Much depends upon the strength and reliability of a 
bale tie. Heavy commercial loss results from the use 
of ties of unproven worth. No other form of wire 
calls for more care in manufacture, beginning with the 
earliest stages of steelmaking down to the finished tie — 
no other form of wire has to stand more strain and 
abuse. Bale tie wire MUST be made in the highest 
perfection possible—anything less invites heavy damage 
and loss. 

Complete descriptivt Calalogut sent free for the asking 

American Auto -Towing Cable 
American Auto-Truck Gable 

Made by 
American Steel & Wire 

Company 

One piece. No detachable parts to be lost. 

AMERICAN AUTO-TOWING 
CABLE is a crucible cast steel rope 
of fine wires, 25 feet long, as flex- 
ible and adaptable as a manila rope. Its 
strength is 4 tons. 

Attachment is by chain and hook at each end — the handiest, best 
understood, quickest form of connection. 

Unusual flexibility permits compact coiling, taking the least room. 
Its smooth finish makes it clean handling— mud and waterproof, 
American Auto-Towing Cable, a necessity in 
every automobile tool box, is packed in a neat 
bag, like a tire chain sack. 

Ask any Garage for it. 

Send for booklet describing all about auto towini — 
a new business. 



Patent 
Applied for. 

Soft, flexible steel 

cable of great 

strength, with 

chain and hook 

at each end. 




American Wire Nails 

Made by American Steel & Wire Company 




The Mills that developed the 
Wire Nail in America 



Common and Miscel- 
laneous, Box, Casing, 
Flooring, Fence, Tobacco, 
Boat, Roofing, Slating, 
Shingle, Finishing, 
Clinch, Hinge, Car, 
Barrel, Fine, Lining, 
Clout, Broom, Basket 
Berry-box, Wagon, 
Dowel, Tie-marking 
Nails, Staples, 
Escutcheon Pins, 
Large Head Barbed 
Roofing Nails, 
R. R. and Boat Spikes. 



■■■■ illustrating all 

i/'s furnishe. 



American Barbed Wire 

Made by American Steel & Wire Company 

In the following 
standard brands 

American Glidden 
Ellwood Glidden, 
Baker Perfect, 
Waukegan 2-Point, 
Lyman 4-Point, 
Waukegan 4-Point, 
American Special 
2-Point. 



Uluslrated Catalogue furnished 
upon amplication. 




New Wire Reel Patented 



r 



American Steel & Wire Company 



Chicago 



New York 



Cleveland 



Pittsburgh 



Denver 



Export Representative: U. S. Steel Products Co., New York 
Pacific Coast Representative: U. S. Steel Products Company 
San Francisco Los Angeles Portland Seattle 



American Gates 



FOR SALE BY 



Gate Catalogue, 3604 
August, 191 f> 



